Homeland Security Department

any employees responsible for making a de-
cision or taking an action on this contract
where the decision or action can have an eco-
nomic or other impact on the interests of a
regulated or affected organization.

(b) The offeror shall describe in detail why
it believes, in light of the interest(s) identi-
fied in (a) above, that performance of the
proposed contract can be accomplished in an
impartial and objective manner.

(c) In the absence of any relevant interest
identified in (a) above, the offeror shall sub-
mit in its proposal a statement certifying
that to its best knowledge and belief no af-
filiation exists relevant to possible conflicts
of interest. The offeror must obtain the same
information from potential subcontractors
prior to award of a subcontract.

(d) The Contracting Officer will review the
statement submitted and may require addi-
tional relevant information from the offeror.
All such information, and any other relevant
information known to DHS, will be used to
determine whether an award to the offeror
may create a conflict of interest. If any such
conflict of interest is found to exist, the Con-
tracting Officer may (1) disqualify the offer-
or, or (2) determine that it is otherwise in
the best interest of the United States to con-
tract with the offeror and include appro-
priate provisions to mitigate or avoid such
conflict in the contract awarded.

(e) The refusal to provide the disclosure or
representation, or any additional informa-
tion required, may result in disqualification
of the offeror for award. If nondisclosure or
misrepresentation is discovered after award,
the resulting contract may be terminated. If,
after award, the Contractor discovers a con-
flict of interest with respect to the contract
awarded as a result of this solicitation,
which could not reasonably have been known
prior to award, an immediate and full disclo-
sure shall be made in writing to the Con-
tracting Officer. The disclosure shall include
a full description of the conflict, a descrip-
tion of the action the contractor has taken,
or proposes to take, to avoid or mitigate
such conflict. The Contracting Officer may,
however, terminate the contract for conven-
ience if he or she deems that termination is
in the best interest of the Government.

(End of clause)

3052.211-70 Index for specifications.

As prescribed in (HSAR) 48 CFR
3011.204-70 insert the following clause:

INDEX FOR SPECIFICATIONS (DEC 2003)

If an index or table of contents is furnished
in connection with specifications, it is un-
derstood that such index or table of contents
is for convenience only. Its accuracy and
completeness is not guaranteed, and it is not
to be considered as part of the specifications.

3052.211-90

In case of discrepancy between the index or
table of contents and the specifications, the
specifications shall govern.

(End of clause)

3052.211-90 Bar coding requirement
(USCG).

As prescribed in USCG guidance at
(HSAR) 48 CFR 3011.204-90(a) and
3013.302-590, insert the following clause:

BAR CODING REQUIREMENTS (DEC 2003)

Item markings shall include bar coding in
accordance with MIL-STD-1189 as clarified
below:

(a) The stock number shall be bar coded
with no prefixes, dashes, spaces, or suffixes
encoded. The contract number, the delivery
order, or call order number, when used, shall
be bar coded with no spaces or dashes en-
coded.

(b) Prefixes and suffixes to the stock num-
ber may be included in the OCR-A in-the-
clear markings, but not in the bar code.

(c) Preferred Bar Code Density (characters
per inch as defined in MIL-STD-1189) is
‘‘standard,” but densities from ‘‘standard”
to “‘low’’ are acceptable.

(d) OCR-A characters do not have to be ma-
chine-readable.

(e) Bar coding shall be machine-readable.

(f) Unless otherwise specified herein, min-
imum bar code height shall be 0.25 inch (6.4
mm) or 15 percent of the bar code length,
whichever is greater.

(g) The preferred position of the OCR-A
characters is below the bar codes, but the
OCR-A characters may be above the bar
codes.

(h) On outer containers contractors shall
either:

(1) Encode the stock numbers and contract
number in one line of bar code with the
stock number appearing first; or

(2) Encode the item stock number and con-
tract number on two labels, with the top
label containing the stock number and the
lower label containing the contract number.

(i) On unit and intermediate containers,
the item stock number in bar code with
OCR-A below may be on the same label as
the other data (identification markings) re-
quired by MIL-STD-129H. However, the bar
code stock number shall appear on the top
line with OCR-A characters on the second
line; the OCR-A characters may include the
stock number prefix and suffix, or alter-
natively, the complete stock number includ-
ing any prefix and suffix, shall be repeated as
part of the identification markings.

(j) Exclusions from bar code markings are:

(1) Multi-packs/consolidation containers
(containers with two or more different stock
numbers within).
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